ANSI 150LB NON ASBESTOS FULL FACE GASKET

3MM THICK

PIPE SIZE (N.B) |DN CODE C A B
1/2 15 GNO.5150FF3 60.3 88.9 223
3/4 20 GNO0.75150FF3 69.8 98.4 27.7
1 25 GN1.0150FF3 79.4 107.9 34.5
1.25 32 GN1.25150FF3 88.9 117.5 43.2
15 40 GN1.5150FF3 98.4 127 49.5
Al B c 2 50 GN2.0150FF3 1206 | 1524 62
25 65 GN2.5150FF3 139.7 | 1778 74.7
3 80 GN3.0150FF3 1524 | 1905 90.7
4 100 GN4.0150FF3 1905 | 2286 | 116.1
5 125 GN5.0150FF3 215.9 254 143.8
6 150 GN6.0150FF3 2413 | 2794 | 1707
8 200 GN8.0150FF3 298.4 343 221.5
10 250 GN10.0150FF3 362 406 276.4
Description: Typical Physical Properties:
PG-O is a good quality grade of compressed non- Thickness
asbestos sheet material based on Aramid and Density el
Inorganic fibre with a high quality Nitrile binding Ul e ol
System Compression ASTM F36J 7% to 12%
Recovery ASTM F36J 60%
App]icaﬁon: Residual Stress BS7531 (40N/mm? @ 300°C) 23 MPa
. . . . Gas Leakage BS7531 <0.5 ml/min
PG-0 is a high per.formance ggsket material Yv|t.h ThT ST T
excellent mechanical properties. The material is ETIEIE T =
suitable for a wide range of fluids including water, ST ASTM F146 4.0%
steam, oils, fuels and hydrocarbons.
120 PG-O - PRESSURE / TEMPERATURE GRAPH
110
b
)
—~ — 2
L
s &
.
;:;feasecomaﬁ‘cur Technical Team. 150 200 250 300 400 450
Temperature - Deg. C
! t 5 STAR Xk Xk k % :| |\ SAME DAY DISPATCH - § WEALTH OF @ ONE OF THE LARGEST
CUSTOMER SERVICE — o" ORDERS PLACED BEFORE 4:30PM — INDUSTRY KNOWLEDGE STOCKISTS IN THE UK
—

CALL: +44 (0)121 665 3900 EMAIL: INFO@NERDO.CO.UK

UNIT 2, UNION RD, ANGLO AFRICAN INDUSTRIAL ESTATE, OLDBURY, WEST MIDLANDS B69 3EX

WWW.NERO.CO.UK




